
Dormont.com

Safety Valve

This innovative safety device acts as a shut-off valve 
and quick-disconnect. The gas connector cannot be 
disconnected until the gas flow is shut off. Likewise, 
the valve cannot be opened until the gas connector is 
re-attached.

Safety Thermal Shut-off

The shut-off stops the flow of gas when the internal 
temperature reaches between 250-300°F.
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This innovative safety device acts as a shut-off valve 
and quick-disconnect. The gas connector cannot be 
disconnected until the gas flow is shut off. Likewise, 
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Safety Thermal Shut-off

The shut-off stops the flow of gas when the internal 
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One-handed Quick Disconnect

The simple one-handed operation of the 
Safety Quik makes connecting and 
disconnecting the equipment from the gas 
supply easier for servicing and cleaning.

Safety Quik®



Product Specifi cations  

Gas Connector Kits with Safety Quik and Double Swivel Max  
Part #  

1650KITCF2S 
1675KITCF2S 
16100KITCF2S  

Inside Dia  
 1/2" 
 3/4" 
 1"  

 24"  
 77,000 
 205,000 
 366,000  

 36"  
 69,000 
 193,000 
 336,000  

 48"  
 60,000 
 160,000 
 295,000  

 60’’  
 54,000 
 140,000 
 261,000  

Gas Connector Kits with Safety Quik and Single Swivel MAX  
Part #  

1650KITCFS 
1675KITCFS 
16100KITCFS  

Inside Dia  
 1/2" 
 3/4" 
 1"  

 24"  
 81,000 
 216,000 
 385,000  

 36"  
 72,000 
 203,000 
 353,000  

Gas Connector Kits with Safety Quik  
Part # 

1650KITCF 
1675KITCF 
16100KITCF  

Inside Dia  
 1/2" 
 3/4 
 1"  

 24"  
 87,000 
 232,000 
 414,000  

Safety Quik QDV Safety Fitting only 
 Part # Inside Dia  
 CF-50 1/2" 
 CF-75 3/4" 
 CF-100 1"  

Not available in 1-1/4’’  

 36"  
 77,000 
 218,000 
 379,000  

 48"  
 63,000 
 167,000 
 310,000  

 48"  
 68,000 
 180,000 
 334,000  

 60"  
 56,000 
 147,000 
 274,000  

 60"  
 60,000 
 158,000 
 294,000  

Kits Include: 
•  1 Gas Connector,  
• 1 Safety Quik QDV, 2 Elbows,  
•  Restraining Cable & 

Hardware  

 72"  
 48,000 
 124,000 
 247,000  

 72"  
 51,000 
 130,000 
 260,000  

 72"  
 55,000 
 139,000 
 279,000  

• Material: Brass body construction, aluminum safety-sleeve 

• Quick-Disconnect: Flat-face, push-to-connect design 

•  Thermal Shut-off: Shuts off gas at temperatures between 
250 - 300°F

• Valve: Full port brass ball valve, CSA design certifi ed 
•  Safety Sleeve: Built-in safety-sleeve prevents incorrect use of gas 

connector and uncontrolled gas fl ow 

•  Safety Quik is always installed at the gas supply end of the 
connector 

NOTE:  Safety Quik is not for use in temperatures less than 
32°F 

Closed Position  
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